
“ K-1 MARKER” 
Ground Mount - Reboundable - Object Marker

Model #:  TD5515

Durable Marking of Median Islands

l Designed to mark obstructions near or 

within a roadway.  Typical uses include     

marking of islands, curbs or neutral areas.

           

The impact-resistant Earthfl ex  elastomer 

hinge is designed to withstand the 

extremes of heat or cold and will not  

crack or split.      

l Easily installed using standard tools.

l  Highly reboundable Earthfl ex hinge 

transfers the stress from impacts to the 

hinge, giving much longer service life to 

the HDPE post

      Soil Anchor options: 2” perforated square 

steel post or 2.5” OD galvanized round 

steel  anchor with a closed end.

     Non-mechanical hinge design means no 

steel belt, no bungee cord or any other 

moving parts to break. 

    Easy post replacement to minimize worker 

exposure in the work zone. 

     Earthfl ex hinge is designed to be impacted 

from any direction. All 360 degrees!
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MUTCD Code : 

OM2-1H & OM2-2H

Object Marker

PSST Soil Anchors are available in either

18 inch or 24 inch lengths. 

l
OM2-2H
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Post and Plate Material: Impact modifi ed 

and UV resistant polymers from 100% 

Post-Consumer Recycled sources. 

Yellow Retrorefl ective sheeting complies  

with ASTM 4956.19. 

All Fasteners are Type BB 1/4-20 Hex Head 

Screws and Nuts with Zinc Plasting. 

Fasteners commonly used with PSST 

Soil Anchor are ordered separately.

Roadway Surface.

Soil Anchor to be driven within 1 - inch of    

the top of the anchor so that the sheeting is 

centered15 inches above roadway surface.

TD5515 “K-1 MARKER”

Reboundable Ground Mount Object Maker

MUTCD Code : OM2-2H & OM2-1H

15.00

  min.

2.250 Dia Post

Standard color:

      White.

18 inch long 

Round Soil 

Anchor.

OM2-1H 

3 - 3 X 3 inch refl ector squares.
6 X 15 inch Flexible Target Plate.


