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Panels are recessed to protect the retroreflective 

sheeting.

Strong one piece design insures improved impact 

resistance.

Completely stackable to reduce warehouse space.

Manufactured from specially formulated plastic 

compound, utilizing cold weather polymer protection 

and a UV stabilizer.

Designed to yield upon impact to minimize vehicle  

damage.

FEATURES:

NCHRP350 Approved:  WZ-33, 33a & 33b. 

MASH Compliant Category I Device
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The TD2100 Works Barricades are currently available in 

Fluorescent Orange or White. Three D Traffic Works can 

manufacture this product to your desired color.

         General information is listed on the reverse side. 

The measurements provided are intended only as a source 

of information. They are given without guarantee and are not 

classified as a warranty.  A specification will be sent to you 

upon request.

Three D Traffic Works warrants to the buyer that the TD2100 has a Three (3) year 

material and workmanship warranty.  This warranty is in lieu of of any warranty, 

expressed or implied, including, but not limited to, any implied warranty of fitness or 

merchantability for a particular purpose, and of any other obligation or liability on the 

part of Three D Traffic Works.  Under No circumstances will Three D Traffic Works 

be liable for any loss, damage, expense or consequential damages of any kind   

arising in connection with the use or ability to use Three D Traffic Works products.

    Warranty

       GENERAL INFORMATION:

BARRICADES IN  A-FRAME PARADE BARRIER APPLICATION

WORKS BARRICADE
ALL PLASTIC FOLDING BARRICADE

TD2100 MODEL

NCHRP350 CRASH TEST CERTIFIED AND MEETS MUTCD STANDARDS

Unique sand ballast system eliminates awakward 

sand bags and stabilizes the barricade in windy     

conditions.

Recycled Content: 95% Post-Consumer.

Injection molded leg design provides increased 

strength and prevents sagging in extreme heat.

Lightweight features allow ease of handling.l
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DIRECTIONAL BARRICADE
The TD2100 is available as a Directional Barricade

with 12" X 24" Arrow Panel on the top panel and

8" X 24" Sheeting on the bottom panel. 
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TD2100 WORKS BARRICADE

Type I & II All Plastic Barricades

Available with Sand Ballast System (SBS)

SBS SAND BALLAST SYSTEM

Material: UV Stabilized Polymer Compound with a Cold Weather Protection Package.

Standard Colors: Fluorescent Orange and White.

Optional Sand Ballast System (SBS) attach to sand bag rails; holds sand or pea gravel, adding up to 8 lbs. 

of ballast in a water tight compartment. 

Folded Thickness: 2.5”         Width:  24.00”                   Height: 45.5” 

Weight: 15 lbs (without SBS) 23 lbs (with SBS)
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Type II Barricade shown above

All refl ective sheeting is ASTM 4956.19 compliant.l
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Recyceld Content: 95% Post-Consumer Recycled Plastic.


